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Mr. George H. Person, Chief PR
Office of Defects Investigation BEFECTS HiveeT

U.5. Departiment of Transportation FECTS diVESTIGATION
National Highway Traffic Safety Admin,

400 - 7° Street SW.

Washingiom, DC 20590

Dear Mr. Person:
RE: NHTSA No. 03V-517

Winncbago Industricas submits the following reposrt pursuant to Part 573 of the NHTSA
regulations. The tumbered pamgraphs below correspind to these foand at Part 573.5(c).

1. Winncbago Industries, Inc.
P.0. Box 152
Forest City, 1A 50436

2. The motor vehicles potentially containing the defective component are: 2004 model
year Ullimaic Freedom and Advantage, motor homes. These motor homes were built
from July 29, 2003 through December 5, 2003, The vehicles were identified using
the model munber and production records showing VINs.

3. The total samber of vehiclea potentially containing the defective component is: 21.
4. K i cslimated that 100 percent of the vehicles countain the defect.

5. Tho defect involves Spartan chassis with a Dolco 42MT startar and a Cominins [SC
or ISL engine. The arrangement of the hydraulic pump hoss fittings may allos the
hydraulie hose assembly to make contact with the starter terminals. This
coufiguraticn hag the potential for ignition of the hydranlic fluid which then may
result in personal injory and ot property damage.

6, ‘Winngbagoe discovered the defect as a result of a letter dated December 17, 2003
from Spartan Maiors,

7. 'Winngbago Indyetries will assiet Spartan Chasgis, Inc, to cormect the situation by
placing the affected units on hold that we have in our poaseasion and providing the
names and arddress of the owners or dealers of the affected units. Spartan Chassis,
Inc. will be conducting tea recall.

0312p573spartan

P. C. Bax 152 = €05 Waat Crystal Lake Road « Forest Clly, lowa 50436 = PH: 841/585-3545 » FAX: 641/585-5866
hitp: ffwsww.winnebagoind.com



Mr. George H. Person, Cluef

December 22, 2003

Page Two 04V-018 @of®@
% Enclosed is a copy of the Spartan letter to Winnebago Industries.

Shewild you have any questions regarding this information, please contact the undersignad.

Sincerely,
; Jordal
Product Safely mistrator

0312p53apartan
Enclogure

c Ray Beche
Steve Evenzon
Mary Nieman
Donna Bindel
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“  SPARTAN CHASSIS,

Engineering Department FML COPY: BDR WUEFLER
December 17, 2003 STRE ENIONSON
' DANE BR%'T\.F.TT
NHUTSA
Winnebago Indusiries
Dale Jordal
P.0. Box 152

Forsat City, A 50436
RE: NHTSA Recall No. 03V-517
Dear Dale:

Spartan Chassis la racalling certain Mountain Master (MM) chassis models with a Dalco 39MT
Starter and Cummins ISL Englne and cartain MM Models with a Dalco 42MT Starter and a
Cummins ISGC or ISL Engine.

Tha reagon for the recall is that the configuration and arrangement of hydraulic fittings at pump
allow contact of hoee assambly and starter tarminals. This has the potantial for ignition of
hydraulic fluld. This would create a safety hazard to the occupanits or other persons/proparty
surrouncling the vehicle, A copy of the Part 573 Defect and Noncompliance Report filed with the
National Highway Traffic Safaty Administration {(NHTSA) e included for your rewles.

Wa will contact all owners of these unite that are affected by this recall as required by NHTSA.
You will be recaiving electronically a list of VINs that are involved in the recall, and a request to
provide your most current location information for those not registered with Spartan Chassie. It
is important that we recaive this Information as sgon as possible in order to notify affected
dealars of vehicles that must be reamedied prior (o retail paie.

If you have any questions conceming this recall or the population involved, please fesl free to
contact me at (517) 543-8400, ext 336, or a Customer Sarvice repragentative at (300) 393-
8881, Option 3.

Sinceroly,

Kimbarly Boucher
Compliance Admintstratar

SPARTAN CHABSIS, INC., « 1188 REYNOLDS RD « CHARL CITTE, M 48813 - LUSA
L (617 543-8400 « ENGINEERING FAX [517] 543-7728
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§ > SpARTAN CHAsg1g, INC.

NHTSA # 03V-517 RSR03-160-601
December, 2063
Page 1 of 7

RECALL SERVICE BULLETIN

SURJECT: Hydraulic Fluid Leak
APFLIES TO: Certain Mounotain Master (MM) Chassis Models with a Deico

39MT Starter and Cummins ISL Engine and Certain MM Models
with a Delco 42MT Starter and a Cummiris ISC or ISL Engine.

CONDITION: Potential for Ignition of Hydraulic Fluid

CAUSE: The confipuration and arrangement of hydraulic fittings at pump
allow contact of hose assembly & starter terminals.

CORRE N: Replace and/or reorient hydraulic fittings at pump and replace hose
as required.

PART INFORMATION;  Labor Hours: L5 Hes.

OTY  PartNombey Degcription
{ 8-1616-001 Kit- Hyd Pump; MM [SL w/39MT - COACHMEN
{ 51616002 Kit- Hyd Pump; MM [SL w/f3SMT - EXCEPT COACHMEN
1 8-1616-003 Kit- Hyd Pumap; MM ISC and ISL w/42MT
asrequired N/A Hyidraulic Fiuid

Kit #8-1616-001 Cortains:
ory Eprt Number Description
l 0722-MMS5-8802  Fitting- 90°
1 0722-MMSPP18  Fitting- Straight
64" 12E3%-212J112]  Hose Assambly-Preassembled
1 RSB03-166-001 Bocument- Bulletin Instructions

Kit #5-1616-002 Contains:

S!II Eart Nymber Descrigtion
0722-MM5-S509  Fitting- 90°

1 0722-MM5-FP18  Fiiting- Straight
24 12E37-212)11210  Hose Assembly- Preassembled
1 RSB{3- 160-001 Document- Bulletin Ingtruchons
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%> SPARTAN CHASsIs, INC.

NHTSA # 03V-517 RSB03-160-001
December, 20{3

] Page2of 7
RECALL SERVICE BULLETIN

Kit #5-1616-003 Contains:
OTY Pari Number Descriotion

i DT22-MM3-5809  Fitting- 90°
1 533285G28 Loop Clamp- 1.75”
i RSP03-160-001 Documnent- Bulletin Instructions

PLEASE READ THE ENTIRE BULLETIN BEFORE
PROCEEDING WITH ANY WORK.

STEP- TR ONS:

A. PREP/ANSPECT
1. Obaerve all induatry safety standards and appropristely secure vekicle to drain the hydraulic
systern and perform hydraulic pump rework. _
2. Druin bydeaulic reservoir (into an approved container) by disconnecting the suction hose at
the puenp and recoonecting when fluid is drained. Properly dispose of flnid.
Note: The hydraulic system must be kepi free from all conteminants. The system may
be capped-off at the reservoir to avoid draining and refilling the entire system.

3. ForISC engines, nse kit #5-1616-003 and proceed to Section B for rework procedure.

4. Fot ISL engines:
The differencos between the 39MT and 42MT starier are signifioant and can be easily

identified. Refer w FEG. 2-1, The 35MT is approximately 1.&" smaller in dismeter {4.257),
has a silver-colored casting, end a cahle connecting the starl:e.r 1o tha solensid.

J9MT - Cable cmmcthg solenold. 42MT - Meial atrap nmﬂng salenald.

FIG. 2-1
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3 > SPARTAN CHASSIS, INC.

NHTSA # 03V-517 RSB03-160-001
December, 2003
Pape 3 of 7

RECALL SERVICE BULLETIN

da.  Ifthe startet is a model 43T, proceed o Section B for rework procedure.

4b. If the sterter is a model 39MT and has a Coachmen hody, use kit #5-1616-001 and
proceed 10 Section C o for rework procedure.

4c. Al ofher ISL. engines with a mode] 39MT starter, yse kit #8-1616-002 and proceed to
Section C for rework procedure.

. ISC & ISL with 42ZMT PROCEDURE

At the hydraukic pump, disconnect hoses to the steering geer and fan motor.

Remove the 45° fitting from the fan port and retain for reinstallation.

Remove fhe 45° fitting from the steering pori and dispose of properly.

Refer to FIG. 3-1. Install the new 90° fitting into the steering port on the pump; positioning at
8:00 o’clock relative to the mstalled location of the pump. Torque oot to 27 +/- 2 [b. fi.

e

Reingiolied 45° fitting ai
part connecting to fan
motor.

FI1G;, 3-1

9. Reinstsl]l the 45° fitling into the fan motor port on the pump; positioning &t 1:00 o’clock
relative to the installed location of the pump. Torque mut to 60 +/- 2.5 Th. ft.

10. Connect hose from steering gear to the new 907 fitting on the pamp.
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3 SpARTAN CHass1s, INC.

NHTSA # 03V-517 RSB03-160-001
December, 2003
Page 4 of 7

RECALL SERVICE BULLETIN

11, Before connecting the fmm:hosetuthem;:, it must be rerouted.

Rﬂlﬂﬁhﬂ&ﬁffmﬂwfmmuﬁ}r, over the fiywheel housing {rather then under), and cormect to
the 45° fitting at the pump.

1la. Install 8 loop clamp to the transmission case/flywheel housing bolt closest to the
dipstick tube a3 viewed from the top of the transmission. Refer to FIG. 4-1, If a clamp
exists at a different tranartizalon cesefflywheel housing bolt, relocate it to accommodate
the routing as shown. Torque boltto 41 +/- 3 Ib. ft,

A loop clemp may axiat
in this arss.

Loop clamp attachad 4t the

Irunsmalssion cuso thyvshool
housing ballL

FIG. 4]

12. Check both hose routings to insure they are not near a heat sonrce or an area where chafing
can occur. bf an aduatment is necessary, loosen and reposition fittings on pump. Torgue to
velues in steps #8 and #9,

13. Relfer to FIG. 5-]. SBecure the fart motor hose to fuel hose with a tie strap. It is acceptable {o
caphire the grid heater bamess as shown.

14, Proceed to Section D {o refill and purge the hydraulic system.

|
I Feohimrar Savne Hollotm are hemsisd for uia ry Prabpaeart Fedabinam oy, Ly B2 i leger =0 puble Popbom:='H; Tel ik an- 0 °
I' PR G TR B L It v L e e S e el by, S Er e S IR Sy AP B oy S
H saub i s AdmasEc han B A MIAPd #, §okh'= - 3 IE | e durys gl il g .

134120



a4v-018 ®oi®

> SPARTAN CHASSIS , LNC.

NHTSA # 03V—51'j' RSBO3-160-001
December, 2003
Page 5 of 7

RECALL SERVICE BULLETIN

C. ISL witk 39MT PROCEIM/RE

15, Disconnect and properly dispose of the hose assembly betwesn the hydraualic pump and the
fan motor,

16, At the pump, disconnect the hose routed fram the New straight fitling at port
contamination. :

17, Remove and properly dispose of the fittings 1.« i B
gear port and the fan motor port at the rear ¢ - st
pump.

18, Refer to the rear view of the pump In FIG, 5.5 | ~.v. - o
90 fitting info the steering gear port, and - -
orient within the 7 and & o’clock positions. Nows 90° litling at porl
Torque nut to 27 +-2 Ib. &, connecling to steeting gear. |y

19. Ingtall new straight fitthag in the fan motor poLs ot s Lii ol
the pumtp. Torque fitting to 90 +/- 5 Ib. fi.

! Tethweas Sireer Hall i v stmde] e 0 by Frafoeiem] Dododche griv, Ve NP o s da2ndm radeuc-t Tesvname o i
1 I APRTPRAL W B 1 gl PR T W W A e iR el e ey PESe b Ten ke o o iyt vribn -
= D EE AR R 1T eI T R R AR e T K e i 8 el e pReE ' !

03020



0M4V-018 @ of®

P9> SpARTAN CHASsIs, INC.

NHTSA # 03V-517 RSB03-160-001
Drecember, 2003
Pege § of 7

RECALL SERVICE BULLETIN

20. Connect hose routed from the stéering gear, to the 50° fitting on the pump.

21, Install new hose assembly between the pump and fan motor, with 90 fitting connected at the
pump.

D. REFILL AND PURGE HYDRAULIC SYSTEM

E.Rnﬁﬂmahydrmﬁumsmcﬁruhﬁlitis cl&s:toﬁﬂlwiﬂameappmpﬂm fluid as ststed on the
reservoir informstion label. DO NOT steer. '

MNew Hose Assambly
if wsing kit #3-1618-001 or 002

/

Fan Moted
e
=t

To Coaler

it From Cooler
o
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™ SparTAN CHassIs, INc.

NHTSA # 13V-517 R&B03-160-001
December, 2063
Page7of 7

RECALL SERVICE BULLETIN

23, Start and run the engine far 10 séconda, then shat it off.
24, Check and refill reservoir.

25, Repeat steps 22 through 24 at lesst 3 times.

26. Start engino and idle for 2 minutes, DO NOT steer.

27. St engine off and check. fluid kevel. Refill If necessary.

28, Start engine and steer vehicle from full left to full right several times, Add fluid as necessary
to the full line on the dipstick.,
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